
Exide Bike AGM
Motorcycle batteries



› Maintenance free
› Very high performance
› Can also be integrated sideways, allows an angle of up to 45°
› Completely spill-proof after filling

Exide Bike AGM
Motorcycle batteries

Battery Japan-Code Volt Capacity Cold cranking 
amper

Length
mm

Width
mm

Height
mm

Position of 
terminal Terminal Degassing Quantity

ETX4L-BS YTX4L-BS 12 3 AH (c20) 50 A (EN) 115 70 85 0 A

ETX5L-BS YTX5L-BS 12 4 AH (c20) 70 A (EN) 115 70 105 0 A

ETZ7-BS YTZ7-BS 12 6 AH (c20) 130 A (EN) 115 70 105 0 A

ETX7L-BS YTX7L-BS 12 6 AH (c20) 100 A (EN) 115 70 130 0 A

ETX7A-BS YTX7A-BS 12 6 AH (c20) 90 A (EN) 150 90 95 1 A

ET7B-BS YT7B-BS 12 7 AH (c20) 85 A (EN) 150 65 95 1 A

ETX9-BS YTX9-BS 12 8 AH (c20) 120 A (EN) 150 90 105 1 G-M5

ET9B-BS YT9B-BS 12 8 AH (c20) 115 A (EN) 150 70 105 1 A

ETZ10-BS YTZ10-BS 12 8,6 AH (c20) 145 A (EN) 150 90 95 1 G-M5

ET12A-BS YT12A-BS 12 9,5 AH (c20) 130 A (EN) 150 90 105 1 A

ETX12-BS YTX12-BS 12 10 AH (c20) 150 A (EN) 150 90 130 1 A

ET12B-BS YT12B-BS 12 10 AH (c20) 160 A (EN) 150 70 130 1 A

ETZ14-BS YTZ14-BS 12 11,2 AH (c20) 205 A (EN) 150 90 110 1 A

ETX14-BS YTX14-BS 12 12 AH (c20) 200 A (EN) 150 90 145 1 A

ET14B-BS YT14B-BS 12 12 AH (c20) 135 A (EN) 150 70 145 1 A

ETX16-BS YTX16-BS 12 14 AH (c20) 215 A (EN) 150 90 160 1 A

ETX20HL-BS YTX20HL-BS 12 18 AH (c20) 270 A (EN) 175 90 155 0 A

ETX20CH-BS YTX20CH-BS 12 18 AH (c20) 270 A (EN) 150 80 160 0 A


